
Forklifts

Hydraulic

Tadano 300XL

Liebherr 1090 Crane Type

Liebherr 1090 Conventional

Liehberr 1160 Linkbelt 218A

Tadano 220G Linkbelt 238H

Crane Type

Hydraulic 10' 15' 20' 25' 30' 35' 40' 45' 50' 55' 60' 65' 70' 75' 80' 85' 90' 95' 100' 105' 110' 115' 120' 125' 130' 135' 140' 145' 150' 155' 160' 165' 170' 175' 180' 185' 190' 195' 200' 210' 220'

30 Ton 60.0 46.5 36.0 28.5 20.5 16.7 13.2 11.0 8.9 7.3 6.4 5.3 4.4 3.8 3.2 2.6 2.2 1.8 1.6 1.7 1.5 1.2 0.9

50 Ton 77.9 60.4 46.4 36.6 29.6 23.6 18.8 15.4 13.1 11.1 9.7 8.4 7.4 6.4 5.6 4.9 4.3 3.8 3.3

70 Ton 150 120 84 31.0 46.4 38.4 29.0 24.7 20.2 16.5 12.8 12.0 11.5 9.8 8.4 7.0 6.0 5.6 4.9 4.4 3.7 2.5

110 Ton 216 156 117 87.5 69.0 53.8 46 42.8 32.6 26.6 24.0 21.3 18.7 16.5 14.6 13.8 12.5 11.6 10.6 9.6 8.9 7.4 6.8 5.4 5.5 4.8 5.3 4.5 4.1 3.6 3.5 3.3 3.2 3.1 2.9 2.9 2.0

200 Ton 400 249 209 170 140 115 98.5 84.3 71.5 62.5 54.2 48.1 43.4 39.3 35.5 32.4 30.2 26.8 25.4 23.9 22.6 20.6 19.4 17.8 16.4 15.4 14.8 14.2 13.2 12.3 9.7 8.1 7.6 7.2 7.5 7.2 6.6 5.9 5.4 4.8 4.5

250 Ton 396 331.8 248 184 162 128.5 116.2 99.6 92.3 79.3 75.2 67.0 63.5 57.1 51.9 49.6 46.8 44.8 36.3 33.0 31.5 30.7 30.0 27.3 23.5 23.0 21.5 20.3 18.5 17.1 15.6 15.2 14.3 13.7 12.9 12.6 10.6 10.1 9.1 7.7 6.4

Conventional

100 Ton 

150 Ton 
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Maximin Working Radius = 240 FT

Crane Type
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164 0

Main Boom

50Manitex 50110S

                Crane Chart

Maximin Working Radius = 220 FT
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                     LOAD RADIUS IN FEET FROM CENTER PIN OF ROTATION BEARING                  NOTE: ALL WEIGHTS IN KIPS
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